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For undervisning i klasserom og sma arbeidsgrupper tilbyr LC-serien lavpris,
brukervennlig funksjonalitet for & gke engasjementet i lzeringsmiljger og statte
samarbeid mellom jevnaldrende og mentorer.

* Nyt en naturlig skriveopplevelse — med presis og responsiv e USB-C-tilkobling - En enkelt kabel overfgrer data, video/lyd og
bergringsinteraksjon gjennom bundet skjermteknologi. stramforsyning for den enkleste og semlgse tilkoblingen, til og med
e Faen ut-av-esken-klar opplevelse - med interaktiv funksjonalitet strgm til den tilkoblede enheten samtidig.
forhdndsinstallert; ingen eksterne enheter ngdvendig for en alt-i-ett- * HDMI-OUT - tillater tilkobling av en ekstra utgangsenhet som en
lgsning. projektor for & presentere innhold pd et starre lerret for & na et starre
e EShare - gker deltakelsen ved & dele innhold trddlest fra enheten din publikum.

til skjermen, og fra skjermen til flere enheter samtidig.
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Spesifikasjoner

Tilbehar

[AVSpecificationAccessories] Fjernkontrolltransmitter,
Driftsmanual, Stremledning, USB-
kabel, Pennebrett, Bergringsstift,
Batteri, Kabelklemme

1x300 cm USB Cable, 2 x Passive
Stylus, 2 x AAA batteries, Blank
Sticker, Cable Clamps, Display,
Pen Tray, Power Cable, Remote
Control, User Manual, Wireless
Adapter

Shipping Content

[AVSpecificationLimitedManufacturersWarrantyYrs] 3

[AVSpecificationBuiltinSpeakerswW] 15+15
[AVSpecificationComputerinputPlugAndPlay] Ja
[AVSpecificationOptionSlotinterface] Ja
[AVSpecificationEquipmentSpaceMounting] Ja
[AVSpecificationCabinetColour] Black
[AVSpecificationRemoteManagement] Ja
[AVSpecificationSelfAdjust] Ja
Operating Time 16/7
[AVSpecificationOperatingVoltageAcv] 100-240

[AVSpecificationFreqHz] 50-60
[AVSpecificationPowerConsumptionWOperatingMax]390

[AVSpecificationOperatingTempC] 5to35
[AVSpecificationStorageHumidityMin] 20
[AVSpecificationStorageHumidityMax] 80
[AVSpecificationCeCbReport] Ja

[AVSpecificationConnectivitylnputDisplayport] 1

HDMI 3
[AVSpecificationConnectivitylnputAudio35MmJack] 1
VGA 1
HDMI 1

[AVSpecificationConnectivityOutputAudio35MmJack]1

[AVSpecificationPanelTechnology]

IPS with Direct LED backlights

[AVSpecificationNativeResPixels] 3840 x 2160
[AVSpecificationAspectRatio] 16:9
[AVSpecificationScreenFilter] AG
[AVSpecificationBacklightTechnology] LED
[AVSpecificationBrightnessCdM] 450
[AVSpecificationContrastRatio] 1200:1
[AVSpecificationResponseTimeGreyToGreyAvgMs] 8
[AVSpecificationPixelPitchMm] 0,372
[AVSpecificationViewingAngle] 178
[AvSpecificationColourDepthBn] 1073 (8bit + FRC)
[AVSpecificationActiveScreenAreaHVMm] 1428.48 x 803.52
[AVSpecificationNumberOfTouchPoints] 20
[AVSpecificationSafetyGlassThicknessMm] 3,2
[AVSpecificationPenModeFingerMode] Ja
[AVSpecificationScreenHardnessH] 8

[AVSpecificationOperatingSystemCompatibility]

Thickness [mm]
Touch Method

Accuracy [mm]
[AvSpecificationTechnology]

Native Multi-Touch, Windows 8.1,
Windows 10, Windows 11, Linux,
Android 9 or higher, Chrome 0S 87
or higher, Default Mouse, Mac OSX
10.15, Mac OSX 11, Mac OSX 12

3

Finger, Gloves, Stylus dual pen tip
(3mm/9mm)

1

Infrared

[AVSpecificationShippingCartonDimensionsWidthMm] 1660
[AVSpecificationShippingCartonDimensionsHeightMm]1010
[AVSpecificationShippingCartonDimensionsDepthMm] 225

[AVSpecificationProductWeightWithoutStandKg]
[AVSpecificationShippingWeightKg]

[AVSpecificationLandscape]
[AVSpecificationMountingVesaMm]
[AVSpecificationMountingNumberOfPointsPitch]

39

49
Ja
600 x 400
4

[AVSpecificationMountingScrewSpecificationSizeMaxLength]M8

RS232C INN 1
[AVSpecificationLanPort] 1
usB T
Display

[AVSpecificationScreenSizelnch] 65
[AVSpecificationScreenSizeCm] 164

[od (o)

USB Type-C®

4 Koep] @

Penon-Paper

WLAN Ja
[AVSpecificationConnectivityBluetooth] Ja
[AVSpecificationLightSensorProcessing] -
Mekanisk

Rammstgrrelse (V/H) mm 22
Rammestgrrelse (@) mm 22
Rammestgrrelse (N) mm 53
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