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Sharp EP-C251

Terminal 2 Gate A8 air Boarding

& VIP

Passengers in Wheelchairs
Families with Children
Priority members, please board now

Ideell for detaljhandel, gjestfrihet og transportinnstillinger der statisk innhold
trenger regelmessig oppdatering, er ePaper en banebrytende energieffektiv lgsning
som opprettholder uhindret lesbarhet.

* Null stremforbruk - avspilling av statiske digitale bilder med null innhold.
stremforbruk, elektrisk stram er kun ngdvendig ved endring av e Enkelinnholdsadministrasjon - enkel og praktisk konfigurasjon og
innhold. innholdsdistribusjon via PC, USB, Wifi eller Bluetooth.

o Uforringet lesbarhet - selv under de mest lyssterke e Rask og fleksibel installasjon - tilfersel av stremkabel er ikke
omgivelsesforholdene, lavreflekterende, papirlignende presentasjon obligatorisk, liggende, stdende, forsiden opp og forsiden ned drift
av statiske bilder. stattes.

e Flott visuell ytelse - ACeP-fargeytelse, stor kontrast, brede
visningsvinkler og fin opplasning for ergonomisk presentasjon av
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Spesifikasjoner

[AVSpecificationPanelTechnology] ePaper
[AVSpecificationNativeResPixels] 3200 x 1800
[AVSpecificationAspectRatio] 16:9

[AVSpecificationSpecialCharacteristics] External battery compartment
[AVSpecificationLimitedManufacturersWarrantyYrs] 3

[AVSpecificationShippingCartonDimensionsWidthMm] 685
[AVSpecificationShippingCartonDimensionsHeightMm]420
[AVSpecificationShippingCartonDimensionsDepthMm] 124
[AVSpecificationProductWeightWithoutStandKg] 2
[AVSpecificationShippingWeightKg] 4

[AVSpecificationOperatingTempC] 0 to 35 (AC Adapter), 0 to 40, 15 to

35 (Image Change)

[AVSpecificationStorageTempC] -20 to 60
[AVSpecificationStorageHumidityMin] 10
[AVSpecificationStorageHumidityMax] 90

AirServer Embedded Screen Mirroring Solution

[AVSpecificationMountingVesaMm] 200 x 200 (FDMI)
[AvVSpecificationMountingNumberOfPointsPitch] 4

Networking IEEE 802.11 a/b/g/n/ac [AVSpecificationMountingScrewSpecificationSizeMaxLength]M4
Tilbeher Display
Shipping Content AC Power Adapter, Cable Clamps, [AVSpecificationScreenSizelnch] 25

Display, Hanging brackets and [AVSpecificationScreenSizeCm] 46

screws, Paper stand, Power Cable i

Elektrisk
Miljeforhold Power Supply USB-C (30 W)
Operating Humidity (min) [%] 20
Operating Humidity (max) [%] 80 Energy Efficiency Zero power consumption for static
images

[AVSpecificationBluetooth] 5 Ecological Materials Recycled plastic material
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