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Sharp LM431

For best-in-class berøringsytelse og verdi, tilbyr Sharp LM-serien funksjonsrike
profesjonelle muligheter for små møterom og interaktive skiltapplikasjoner.

For best-in-class berøringsytelse og verdi, tilbyr Sharp LM-serien
funksjonsrike profesjonelle muligheter for små møterom og interaktive
skiltapplikasjoner.
Pen-On-Paper brukeropplevelse – Glass uten mellomrom og den
nyeste infrarøde berøringsteknologien muliggjør svært nøyaktig og
responsiv skriving og tegning med opptil 20 berøringspunkter.
Omedelbar samarbeid – den integrerte Android-PC-en har en kraftig
startskjermlanserer som tilbyr rask og fleksibel tilgang til en rekke

forhåndsinstallerte applikasjoner.
Svært tilpassbar – en rekke innstillinger gjør det mulig å optimalisere
skjermen for å møte behovene til forskjellige applikasjoner, fra små
møterom og gruppearbeidsrom til berøringsskilt og veivisnin
Sikker og trygg – nyeste Android 14 SoC tilbyr et sikkert operativsystem
som, sammen med ekstra sikkerhetsfunksjoner, oppfyller de høyeste
IT-sikkerhetsstandardene.
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Spesifikasjoner

[AVSpecificationPanelTechnology] VA with Direct LED backlights
[AVSpecificationNativeResPixels] 3840 x 2160
[AVSpecificationScreenFilter] AG
[AVSpecificationBacklightTechnology] LED
[AVSpecificationContrastRatio] 4000:1
[AVSpecificationResponseTimeGreyToGreyAvgMs] 8
[AVSpecificationViewingAngle] 178
[AVSpecificationColourDepthBn] 1073 (8bit + FRC)

[AVSpecificationNumberOfTouchPoints] 20
[AVSpecificationPenModeFingerMode] Ja
[AVSpecificationScreenHardnessH] 9
[AVSpecificationOperatingSystemCompatibility] Android, Linux, Native Multi-

Touch, Default Mouse, Chrome OS
87 or higher, Windows 10, Mac
OSX, Windows 11

Haze Level [%] 25
Thickness [mm] 3
Touch Method Finger, Gloves, Stylus dual pen tip

(3mm/9mm)
Windows Ink Ja
[AVSpecificationTechnology] Infrared

[AVSpecificationLandscape] Ja
[AVSpecificationPortrait] Ja
[AVSpecificationMountingScrewSpecificationSizeMaxLength]M6

Miljøforhold
Operating Humidity (min) [%] 20
Operating Humidity (max) [%] 80

[AVSpecificationLimitedManufacturersWarrantyYrs] 3
[AVSpecificationBuiltInSpeakersW] 10 + 10
[AVSpecificationComputerInputPlugAndPlay] Ja
[AVSpecificationPowerManagement] Ja
[AVSpecificationTempSensor] Ja
[AVSpecificationBrightnessSensor] Ja
[AVSpecificationSchedulerTimer] Ja
[AVSpecificationRemoteManagement] Ja
Operating Time 18/7

[AVSpecificationOperatingVoltageAcv] 100-240
[AVSpecificationFreqHz] 50-60
[AVSpecificationPowerConsumptionWOperatingMax]110
[AVSpecificationStorageTempC] -10 to 60
[AVSpecificationPowerSavingModeW] < 2 (Networked Standby)

[AVSpecificationCeCbReport] Ja

[AVSpecificationProductWeightWithoutStandKg] 21
[AVSpecificationProductWeightWithStandKg] 29

HDMI 3

Display
[AVSpecificationScreenSizeCm] 108

Mekanisk
Rammstørrelse (V/H) mm 15
Rammestørrelse (Ø) mm 15
Rammestørrelse (N) mm 15
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